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• Included with delivery: camera, lens mount set, lens.

• The spacer ring and lens cap (middle and right) are no longer needed. We do recommend keeping these 
items, however, in case the camera needs to be stored at a later date.

• 1: Unscrew and remove the protective cap and the 5mm distance ring from the camera.  
This ring must be removed in order to mount the lens.
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• 2: Screw the hex nut (left) onto the camera. The lens will be placed into the lock washer (right) which will 
serve to secure the lens. The hex nut can be screwed onto the camera using a 14mm nut wrench or open 
ended wrench. This can also be done by hand. Please do not over-tighten! This can strip the thread or 
crack the mounting bracket. 

• View of camera with hex nut mounted to camera housing.

• The adapter TLH CS-f has two parts: hex nut (left) and lock washer (right). The parts are set at an angle in this 
photo to show better detail.
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• 3: Screw the lens into the lock washer. Please note: The flat side of the washer should be facing the came-
ra. When the lens is properly placed, the observer should be seeing the “bucket“ side of the washer (shown 
left). This ensures a correct grip.

• Lens mounted to lock washer.

• The lens should be placed in the adapter so that it sits flush with the inside of the lock washer's “bucket.“ It 
should not yet be screwed tight since the washer and lens set will later be mounted to the camera in order to 
lock the lens after it has been properly focused.
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• 4: Connect the camera to the PC. IC Capture can be used in order to display camera images. The washer and 
lens are now placed onto the hex nut and screwed into place until the image is sharp.

• Ready! The lens/lock washer is tight and the gap is closed: the lens has been affixed. The assembly is comple-
te and the camera is ready for use. During the adjustment and mounting of the rings and nuts, dust from the 
abrasion of the threads can appear causing flecks in the image. In this event, the pieces must be disassem-
bled, cleaned and assembled once again.

• 5: After the lens has been adjusted to provide a sharp image (above), a small gap between the lens/lock 
washer and camera is visible. Hold the lens with one hand so that it does not turn while tightening the lock 
washer to the camera with the other hand. Do not over-tighten!
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Headquarters: The Imaging Source Europe GmbH
Sommerstrasse 36, D-28215 Bremen, Germany
Phone: +49 421 33591-0
North & South America: The Imaging Source, LLC
6926 Shannon Willow Rd, S 400, Charlotte, NC 28226, USA
Phone: +1 704-370-0110
Asia Pacific: The Imaging Source Asia Co. Ltd.
6F-1, No.230, Sec.3, Ba-De Road, Taipei City 10555, Taiwan
Phone: +886 2-2577-1228
www.theimagingsource.com

All product and company names in this document may be trademarks and tradenames of their 
respective owners and are hereby acknowledged.
The Imaging Source Europe GmbH cannot and does not take any responsibility or liability for any 
information contained in this document. The source code presented in this document is exclusively 
used for didactic purposes. The Imaging Source does not assume any kind of warranty expressed 
or implied, resulting from the use of the content of this document or the source code.
The Imaging Source Company reserves the right to make changes in specifications, function or 
design at any time and without prior notice.
Last update: März 2017
Copyright © 2017 The Imaging Source Europe GmbH, wp_tlh cs-f.en_US.pdf
All rights reserved. Reprint, also in parts, only allowed with permission of  
The Imaging Source Europe GmbH.
All weights and dimensions are approximate. Unless otherwise specified the lenses shown in the 
context of cameras are not shipped with these cameras.
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